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Helpful  CPS Energy Telephone Numbers 
 

www.CPSEnergy.com  
 

To 
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200 CPS Energy  Delivery  
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International Fuel Gas Code (utilized by the City of San Antonio) will be 
used for determining pressure test requirements in unincorporated areas. 
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6. Gas & Electric trench will be a standard of forty-eight (48) 
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304 Mains  Buried  Beneath  Concrete  
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5. 
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Note:   Gas Service burial depths in excess of seven (7) feet from final grade 
mus 
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500 Meter  Set Considerations  
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sizing of meter capacity to load
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Electronic  Volume  Correctors  and Pulse  Initiators  
 

Electronic
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The size of gas metering and regulating facilities varies widely depending upon 
the gas-load needs of different commercial and industrial businesses. Due to the  
many factors associated with meter and regulator selection, it is imperative  
�W�K�D�W�� �W�K�H�� �&�X�V�W�R�P�H�U���� �R�U�� �W�K�H�� �&�X�V�W�R�P�H�U�¶�V�� �D�J�H�Q�W���� �F�R�Q�W�D�F�W�� �W�K�H�� �D�V�V�L�J�Q�H�G�� �&�3�6 
Energy  
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breezeways, public passages, halls, under porches or decks, in crawl spaces, 
inside garages, etc., or 
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26. Enclosures for telecommunication cables, wires, or other equipment along 
with conduit, pipes, and other wires or cables WILL NOT be 
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Figure  4.1 �± Typical  Meter  Set Clearances  (Edge of  Building)  
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Figure  5.0 �± Typical  4 Inch  Gas Meter  Guard  
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Figure  5.1 �± Typical  6 Inch  Gas Meter  Guard  
(With  required  horizontal  bracing)  

 
3.
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Figure  6.0 �± Typical  Detached  Enclosure  
 

507 
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�‡ Meters must be accessible from a door that opens to the cabinet enclosure. 
A door that opens from the outside of the building is preferred. 

 
�‡ The cabinet enclosure door must be louvered or otherwise vented at the top 

and bottom and must be side
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Meter room construction must have a minimum fire rating of one hour and be 
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to the CPS Energy gas system or other Customers, so Customers will install, at 
their expense, any equipment necessary to mitigate or eliminate such detrimental 
effects. CPS Energy must review and approve these installations before initiating 
service and after a Customer effects a change in operation. 

 

605 Easements  
 

The Customer will provide or secure easements, as requested by CPS Energy, 
for gas distribution lines/equipment 
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700 Technical  References  
 

701 Quality  of  CPS Energy  Natural  Gas 
 

Gas delivered by CPS 
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703 Pressure  Conversion  Table  
 

Table  3.0 �± Pressure  Conversion  Table 

   






